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[33 FR 4660, Mar. 19, 1968, as amended at 42
FR 8373, Feb. 10, 1977; 42 FR 25855, May 20,
1977]

Subpart E—Field Approval of Elec-
frically  Operated Mining
Equipment

SOURCE: 36 FR 7007, Apr. 13, 1971, unless
otherwise noted.
§18.90 Purpose.

The regulations of this subpart E set
forth the procedures and requirements

§18.93

for permissibility which must be met
to obtain MSHA field approval of elec-
trically operated machinery used or in-
tended for use in by the last open
crosscut of a coal mine which has not
been otherwise approved, certified or
accepted under the provisions of this
part 18, chapter I, title 30, Code of Fed-
eral Regulations (Bureau of Mines
Schedule 2G).

§18.91 Electric equipment for which
field approvals will be issued.

(a) Individual field approvals will be
issued by MSHA under the provisions
of this subpart E for electrically oper-
ated machines commercially built, or
constructed, by the owner-coal mine
operator of such machines including
any associated electrical equipment,
electrical components, and electrical
accessories.

(b) Approvals will not be issued under
the provisions of this subpart E for
electrically operated mining equip-
ment manufactured or rebuilt pri-
marily for sale or resale to any oper-
ator of a coal mine, or for small elec-
trically operated equipment which con-
sumes less than 2,250 watts of elec-
tricity, or for instruments and other
small devices which employ electric
power.

§18.92 Quality of material and design.

(a) Electrically operated machinery
approved under the provisions of this
subpart E shall be rugged in construc-
tion and shall be designed to facilitate
maintenance and inspection.

(b) MSHA shall conduct field inves-
tigations and, where necessary, field
test electric machinery only where
such machinery is found to be con-
structed of suitable materials and safe
for its intended use.

§18.93 Application for field approval;
filing procedures.

(a)(1) Investigation and testing lead-
ing to field approval shall be under-
taken by MSHA only pursuant to indi-
vidual written applications for each
machine submitted in triplicate on
MSHA Form No. 6-1481, by the owner-
coal mine operator of the machine.

(2) Except as provided in paragraph
(b) of this section, each application
shall be accompanied by appropriate

123



		Superintendent of Documents
	2014-11-04T16:52:14-0500
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




